GLASS 1 STROBE SERIES

5" ULTRAL SLIM LED WARNING LIGHT

A
NV-WO04 Series

TECHNICAL SPECIFICATIONS

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:
LED COLOR AVAILABLE:
SMD:

HOUSING MATERIAL:
LENS MATERIAL:
WATERPROOF RATING:
LIFE TIME:

SOLD:

SIZE:

FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

130mm
512"

30mm
1.18"

120mm
4.72"

7mm =

== SAE ECE ECE
12-24V J595 R65 R10

SAE J595

8 Flash

6

12-24V Volts

Red, Amber and Blue
3535

Die cas Aluminum
PC

IP67 Rating

30,000 HR+
Individually

130 X 30 X7 mm
"X"Warning

CE, RoHs, ECER10, R65
3M Tape & L Bracket
1Year

4 WIRE CONNECTION
. GROUND
‘ PATTERN SELECT
POWER
SYNCHRONIZATION

Refer to the Installation Instructions in
the packaging for the wiring diagram.

ce O =}

Temperature

sales@nvautoparts.com

3.5" ULTRAL SLIM LED WARNING LIGHT

NV-WO03 Series

TECHNICAL SPECIFICATIONS

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:
LED COLOR AVAILABLE:
SMD:

HOUSING MATERIAL:
LENS MATERIAL:
WATERPROOF RATING:
LIFE TIME:

SOLD:

SIZE:

FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

e

== SAE
12-24V J595

| www.nvautoparts.com

SAE J595

4 Flash

3

12-24V Volts

Red, Amber and Blue
3535

Die cas Aluminum
PC

IP67 Rating

30,000 HR+
Individually

88 X 30 X7 mm

"X" Warning

CE, RoHs, ECE R10, R65
3M Tape &L Bracket
1Year

4 WIRE CONNECTION
BEEEEN - GROUND

¥5 PATTERN SELECT

= POWER
SYNCHRONIZATION

Refer to the Installation Instructions in
the packaging for the wiring diagram.

ce O =}

Temperature




CLASS 1 STROBE SERIES
4.5" SLIM LED WARNING LIGHT 4" SLIM LED WARNING LIGHT

A
NV-WO02 Series
TECHNICAL SPECIFICATIONS

A
NV-WO01 Series
TECHNICAL SPECIFICATIONS

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:
LED COLOR AVAILABLE:
SMD:

HOUSING MATERIAL:
LENS MATERIAL:
WATERPROOF RATING:
LIFE TIME:

SOLD:

SIZE:

FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

SAE J595

4 Flash

6

12-24V Volts

Red, Amber,white and Blue
3535

Die cas Aluminum

PC

IP67 Rating

30,000 HR+

Individually

119X 32X 13 mm

"X" Warning

CE, RoHs, ECER10, R65
3M Tape & L Bracket
1Year

4 WIRE CONNECTION
. GROUND

B

PATTERN SELECT
POWER

1.26"

32mm

~ |

ECE ECE
R65 R10

051" SYNCHRONIZATION

13mm Refer to the Installation Instructions in

the packaging for the wiring diagram.

v cc O I

Temperature

sales@nvautoparts.com

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:

LED COLOR AVAILABLE:

SMD:
HOUSING MATERIAL:
LENS MATERIAL:

WATERPROOF RATING:

LIFE TIME:
SOLD:

SIZE:
FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

| www.nvautoparts.com

SAE J595

4 Flash

4

12-24V Volts

Red, Amber,white and Blue
3535

Die cas Aluminum

PC

IP67 Rating

30,000 HR+

Individually

101 X32X13mm

"X" Warning

CE, RoHs, ECE R10, R65
3M Tape &L Bracket
1Year

4 WIRE CONNECTION
. GROUND
PATTERN SELECT
POWER
SYNCHRONIZATION

Refer to the Installation Instructions in
the packaging for the wiring diagram.

e o e O o

Temperature




LED WARNING LIGHTS

8"CORNER LED WARNING LIGHT

A
NV-WO05 Series
TECHNICAL SPECIFICATIONS

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:
LED COLOR AVAILABLE:
SMD:

HOUSING MATERIAL:
LENS MATERIAL:
WATERPROOF RATING:
LIFE TIME:

SOLD:

SIZE:

FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

rd
,//
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== SAE
12-24V J595

ECE
R65

ECE
R10

SAE J595

10 Flash

9

9-32 Volts

Red, Amber, white and Blue
3535

Die cas Aluminum

PC

IP67 Rating

30,000 HR+

Individually

196 X 73 X35 mm
"X"Warning

CE, RoHs, ECER10, R65
Bracket

1Year

4 WIRE CONNECTION
3 GROUND
PATTERN SELECT
POWER
~ SYNCHRONIZATION

Refer to the Installation Instructions in
the packaging for the wiring diagram.

© 60°C
-40°C
RoHS P67

q3

Temperature

sales@nvautoparts.com |

7" CORNER LED WARNING LIGHT

NV-WO03 Series

TECHNICAL SPECIFICATIONS

CLASSIFICATION:
FLASH PATTERNS:
DIODES:

OPERATING VOLTAGE:
LED COLOR AVAILABLE:
SMD:

HOUSING MATERIAL:
LENS MATERIAL:
WATERPROOF RATING:
LIFE TIME:

SOLD:

SIZE:

FUNCTION:
COMPLIANCE:
INCLUDED:
WARRANTY:

110, fun (6. 72°)

i LTI I9

ECE
R65

— SAE
12-24V J595

www.nvautoparts.com

ECE
R10

SAE J595

4 Flash

6

9-32 Volts
Amber

8585

Die cas Aluminum
PC

IP67 Rating
30,000 HR+
Individually

170 X 50 X 28 mm
"X" Warning

CE, RoHs, ECE R10, R65
Bracket

1Year

4 WIRE CONNECTION
“* GROUND

‘ PATTERN SELECT

POWER

SYNCHRONIZATION

.

Refer to the Installation Instructions in
the packaging for the wiring diagram.

v cc O I

Temperature




RECHARGEABLE LED LIGHTS

WIRELESS RECHARGEABALE MAGNETIC

RECHARGEABLE MAGENTIC
LED WARNING LIGHTS

NV-WO02 Series

-

TECHNICAL SPECIFICATIONS

MODELS:

DIODES:

OPERATING VOLTAGE:
LED POWER:
CURRENT DRAW:

LENS MATERIAL:
COLOR AVAILABLE:
WATERPROOF RATING:
MOUNT:

SOLD:

SIZE:

CHARGER:

BATTERY:

CAPACITY OF BATTERY:
CHARGING TIME:
DISCHARGING TIME:
COMPLIANCE:
WARRANTY:

—  SAE  ECE

2 Flash

12

9-32 Volts

5 Watts

12V@0.4A, 24V@0.2A
PC

Red, Amber, Green and Blue
IP67 Rating

Magnetic

Kit

110x 102 x 36mm

Cigar Lighter

18650 Lithium

7.4V 2600 mAh

3 Hours

8 Hours

CE, RoHs, ECE R10,R65
1Year

=l

About 3H

Charging time

(/‘? Discharging time
8H

TRAILER LIGHT KITS

NV-T033
FEATURES & BENEFITS

3
3

a3
N

K K KK KKK

Wireless lighting solution for towing

Red Color: Stop/Brake, Rear Running Light, Turn Signal
Indicator,Number Plate light & Reflector

Amber Color: Front Running Light & Number Plate light
Kitincludes USB & cigarette charger, 2 lights and
instructions.

Strong magnetic base meets 35 - 40 Ib. pull force test.
9 - 24 volt operating range.

Modern LED Technology

Red/ Clear polycarbonate lens available

Plug and Play installation

Magnetic mount

A storage case with package

Sold as a kit

Charging time
About 2H

Discharging time

o B v O =)

ECE J O
12-24V J84s R65 R10 ROHS c E . Magnetic Battery 1224V P67 P
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